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Displays

General Specifications
Cabinet: Cabinet construction is 3/4” thick engineered wood side panels, sub 
tops, vertical dividers and shelves. Dowel and glue construction. Top is 1-1/4” 
engineered wood and base is 2” engineered wood. Five display cubicles per face 
are offset by layer.

Box finish: Available to be applied to all display faces is high-pressure laminate.

Casters: Four twin locking casters are attached to the base via threaded inserts.

Finish: Standard powder coat on all metal parts is black; other colors may be 
specified. 

See mediatechnologies® Finish and Color Guide for choices.

HIGHRISE

Highrise 4-Sided Mobile Display

HPL Construction - PVC Edgeband

Model Number Description Wt List Price

DS2424OC3-36-L MOB 24”D x 24”W x 38”H, 3 cubilcles per side, 4 casters $3,773

DS2424OC4-48-L-MOB 24”D x 24”W x 48”H, 4 cubilcles per side, 4 casters $4,496

DS2424OC5-60-L-MOB 24”D x 24”W x 60”H, 5 cubilcles per side, 4 casters $4,891

Prices and specifications subject to change without notice P-HIGHRISE-240114

Required to order: Model # including options if applicable
• HPL selection
• PVC selection

DS2424OC5-60-L-MOB

Set Up Charges and Upcharges for Non-Standard and Custom Finishes

Model Number Description List Price

Group 2 Powder Coat Set up charge, per color, per order, for Group 2 Powder Coat $329

Non-Standard PVC Upcharge, per color, per order, for non-standard PVC $911


